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1. Specifications 

KX-W50TH KX-W60TH 

Printing method Thermal transfer (24 x 30 dot) 

15 CPS for 10 pitch 
Printing speed 18 CPS for 12 pitch 

22.5 CPS for 15 pitch 

Print ribbon Carbon film ribbon 

Correction tape Lift-off tape/Cover-up tape 

Paper capac ity 10.0" 

Printing range 8.0" 

Display LCD 15 characters 
LCD 20 charac ters 
+3 digit counter 

Printing characters 149 and symbols 

Character pitch 10, 12, 15, PS 

Keyboard KB I, II, Ill 

Line space 1, 1.5, 2 

Text memory 6K Byte 
(Expandable to 14K Byte) 

4 functions (Addition, 

Calculation funct ion Subtraction , Multiplication, 
Division) 

Correction memory 2 lines 

Computer interface Option (RP-K100 1/F Adaptor ) 

AC 120V 60Hz 
Power supply or Four D cell batteries 

Operating tempe rature 41 °F-95 °F (5°C-35 °C) 

Dimensio ns 14 3/a" (W) x 11 7/ 16" (D) x 3 1/a" (H) (365 x 290 x 79 mm) 

Weight Approx . 7.3 lbs (2.7 kg) 

Weights and dimens ions shown are approximate. (Les poids et dimensio ns mentionnes sont approximatits) 
Specifications are subject to change without notice. 
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3. DISASSEMBLY INSTRUCTION 

Procedure To remove Remove 

1 Cover Platen Knob ................... 
2 Screws 
3 

....................... 
Function Cable .. .... . ... .... .. . 

LCD Cable .. .. .... .... ..... .. . 

4 Mechanism Screws . . .. . .. . . . ...... . ...... 
5 Keyboard Unit ................. . 
6 Keyboard Flat Cable ...... ... ... .. 
7 Head Flat Cable . .. . .. .......... 
8 

Correction Motor Cable ... ....... 
Carriage Motor" Cable .. .... ..... . 
Paper Feed Motor Cable ...... ... 
Paper Out Sensor Cable . .... .. .. 
Solenoid Cable ... . . ... ......... 
Home Sensor Cable .. . ... . . .... . 

9 Screws .. . . .. . .. ... .. ... ...... 

10 P.C.B. Screw . . . . .. . ...... ... ..... .. . 
11 Print Density Control Cable ....... 
12 Power Supply Cable . ... . .... . .. . 

Power Switch Cable ... .. ........ 
Ribbon Select SW Cable . ... .. . .. 

13 Screws ...... . . . ... ..... . . ... . 
Screws . . ... .... .. . ......... . . 
Screws (KX-W60TH only) ........ 
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Carriage Removal 

(1) Remove the printing mechanism from the machine. (Refer to the disassembly instruction page 4). 

(2) Remove the screw, belt tension spring and tension frame ® attached to the left side of the frame assembly . 

(3) Remove the timing pulley shaft(L ,) and timing pulley(G). 

(4) Remove the E-rings @ and © from carriage shaft , and then remove the two screws from the solenoid block. 

(5) Slide the carriage shaft out to the left side. (Do not scratch the shaft). 

(6) Remove the E-ring @ from correction shaft (Refer to Fig 3-6), and slide the correction shaft assembly out to 
the right side. 

(7) Remove the two screws and the car riage motor bracket assembly . 

(8) Remove the timing belt from the timing pulley(R). 

(9) Move the head flex holder B in the direction of the arrow and remove it (Fig 3-7). 

(Note) Assemble in the reverse order. TIMING PULLEY 

SOLENO ID 
BLOCK 

/ 

HEAD PRESS SHAFT ~ •I 

. SOLENOID y 
TIMING PULLE Y (G) 

SCREW 

IAGE 

FRAME ASSEMBLY 
--_B ELT TENSION SPR ING 

TENSION FRAME @ Fig 3-5 
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